
• Powerful and dependable Kawasaki® 17 hp engine provides years of reliable 
service

• Rugged cast iron aluminum deck for years of use

• Low operating noise levels provide safe operating conditions with fewer  
disruptions to the working environment

• Handle easily adjusts to fit different operator heights

• 12v battery start for easy start-up

• 28" deck size accommodates every application

• Includes all steel safety fill tank for operator safety

Propane Burnishers

800.880.2913      www.Powr-Flite.com
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Powr-Flite® high performance propane burnishers provide first class results year after year. At the 
heart of each unit is the powerful 17 hp Kawasaki® engine which has been the choice of professionals 
for years. These powerful motors produce 1850 RPM and are mounted on rugged cast aluminum 
decks. Pads are mounted to flexible pad drivers which conform to the unique undulations in every 
floor, preventing burn spots. Adjustable and ergonomically designed handle reduces operator fatigue.

Item # Size Engine HP RPM Starter Deck Clutch Emission 
Control

Adjustable
Pad

Pressure

Adjustable 
Handle

Steel
Safe-Fill
Cylinder

CARB/
EPA

Certified

PB2817 28" Kawasaki FH 
541V-B06 17 1850 12V Cast Aluminum

Alloy No No Yes Yes Yes Yes

PB2817E 28" Kawasaki FH 
541V-B06 17 1850 12V Cast Aluminum

Alloy No Yes Yes Yes Yes Yes

PB2817C 28" Kawasaki FH 
541V-B06 17 1850 12V Cast Aluminum

Alloy Yes No Yes Yes Yes Yes

PB2817CE 28" Kawasaki FH 
541V-B06 17 1850 12V Cast Aluminum

Alloy Yes Yes Yes Yes Yes Yes

PB-SPEC  7-2013

Powerful Kawasaki engine  
provides years of service 

Handle adjusts for operator comfort  

Tilt design for easy pad changes  

Powr-Flite offers a two year warranty against manufacturer defects on all Propane Burnishers. Parts subject to normal wear are 
warranted for 90 days. Kawasaki engines are warranted by their respective manufacturers. 
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C = Centrifugal Clutch Option
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CE = Both: Centrifugal Clutch & Emission Control Options
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